Install Tool-less Fixed Hard Drives (If installing a hot swap drive cage, go to Step 9) Install Hot Swap

Drive Cage Kit
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Complete Server
Board Connections

See your Intel® server board Quick Start
User's Guide or User Guide for server board
cable connections.

For Intel® Server Board S3000AH with
SC5299DP/BRP configuration only:

Install PCI Card Guide Install PCl Add-in Boards

ﬂ For all supported Intel® server
boards with SC5299UP configur-
ation: Insert system fan into
snap-in bracket on chassis.

@ For Intel® Server Board S3000AH
with SC5299DP/BRP configuration

only. Attach 120-mm metal fan 1. The +12V CPU power wire (P2) from
guard to system fan. Metal fan Intel® Server the power supply must be re-routed to
guard ships with system as a spare Board S3000AH reach the 8-pin white CPU power connector
part. Use the four plastic rivets Ony on the server board. To re-route: remove

secondary side cover (see the /ntel® Entry
Server Chassis SC5299-E User Guide for
instructions), pull P2 cable through to
topside of power supply, connect to server
board, re-install secondary side cover.

removed in Step 5 to secure fan
guard to system fan. Insert system fan
into snap-in bracket on chassis.

@ For all other server boards
with DP/WS/BRP configur-
ations: Insert fan duct /
system fan assembly into
snap-in bracket on chassis.

2. Although a redundant power supply may
be added to the SC5299BRP chassis, the

Intel® Server Board S3000AH has no power . Sl . . .
supply failure detection mechanism in place panel PCI add-in board the inside of the chassis. corners, firmly press the add-in

to support it. The P12 cable will be left @ Insert tabs on lef side of PCI Card Guide into slots in chassis. retention device. board into the expansion slot.
unconnected. @ Swing PCI Card Guide into chassis until right-side blue tabs snap into place.

a From inside of chassis, @ Remove the PCI slot shield by 0 While holding the PCI add-in @ Close the back panel PCI
press open the back pressing the shield out from board by its top edge or upper add-in board retention device.

Remove Filler Panels Install Front Bezel Assembly

Install Feet (Pedestal Install Rack Mount
vl o e e yu Configuration Only) Kit (Optional)
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server as a rack mount system, r?ceﬁsesl atf eit edge | g
go to the instructions that came of chassis front panel. 2
with your Rack Mount Kit to E
complete your server assembly. E
DP/WS/BRP configuration f
shown. SC5299UP configuration E
and Intel® Server Board S3000AH LT
on SC5299DF/BRP configuration ﬁ A. FrontPanel
differ B. 5.25-inch Device Drive Bays (2)
C. Hard Drive Cage Access Door
D. Door Lock
E. USB Ports (2)
F. Fan Duct and System Fan
G. Hard Drive Cage Retention
eference
Finishing Up Front Panel Controls H. Alternate external SCSI knockout
. . Processor Air Duct
and Indicators J.Fixed Hard Drive Fan
(SC5299WS only)
T a— K. Alternate Serial B port knockout
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A complete list of accessories and spares can be found at:
www.intel.com/go/serverbuilder




