Install Pedestal
Feet (Optional)

Unpackaging
System

Install Temporary Handles (Optional)

NOTE: Handles are provided as
temporary devices to assist in
removing system from packagi
As packaged, the system and for initial configuration.
weighs 100 Ibs. Install
temporary handles (see
Step 2) before lifting system
from shipping box.

Q Remove temporary handles if
present.

Do not lift system from Lay chassis down horizontally,

packaging by power supplyj
or cooling module handles.

Remove pedestal feet from stfip
of sticky paper.

A minimum of three people
are required to lift system &
packaged.

Affix one foot to each of the sik
indent locations on the botton
side of the chassis.
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o

Temporary handles will nee
to be removed if system is
to be used in the pedestal ¢
rackmount configurations.

=

@ Tighten captive screws.

Install System in Rack (Optional)

Main Cooling Module Ethernet Switch Module

Three people ARE REQUIRED to lift the empty
system into the rack assembly. DO NOT lift
system while fully loaded.

Rear handles MUST BE removed prior to setting
system on rack rails. The profile of the handles
interferes with rack rails.

Front handles MUST BE removed prior to sliding
system all the way into rail assembly.

Power Supply Module

| Read all caution and safety

InteP Modular Server System MFSYS25/
MFSYS35

statements in this document
before performing any of the

4(a) Preparation
instructions. Also see th® Intel

Chassis Front
InteP Gigabit Ethernet Switch AXXSW1GB
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. _ 2 power supply blanks adjacent illustrations for module location. See fthe  [[=={==ll==lF==lk==lie = —EE— T k- — S
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i 1 1/0 cooling module i i i i E (b) Finishing Up
this product to be performed 9 User Guide for complete instructions on remoying ||| HH|| K HH|l 44|l HH e 0
ifi i modules. ) U ud)| tuj duj(ud || ( I :
only by qualified service 2main casling modules @ 1= i : THREE PEOPLE ARE REQUIRED TO LIFT THE
personnel to avoid risk of injury fror _ _ _ N € i : SYSTEM. If handles are present, remove the rear
electrical shock or energy hazard. 5 compute module blanks To remove a power supply or cooling module: !}(} 3 E.u)u._'f' - —— = - : Hl[l handles prior to setting system onto slide rails.
: : Q Press retention latch to the left to £ ‘ T [ll . o Ziiid Remove the front handles prior to sliding system
B 2.5'|nch SAS Shared hard nge bay release module from modu|e bay = BHHH: }. LE%} EE==] 29 7 g g p g y
Caution (MFSYS25 only) all the way into rail assembly.
Slide module out of module bay. il Kit i i
Observe normal ESD 14 hard drive carriers (MESYS25 only) y. izct:rtlﬂrceti?r/lsétem to rack per rail kit installation
A [Electrostatic Discharge] _ , To remove the management module, storage controller '
procedures during system %@;gﬁg‘;’?iﬁﬁm shared hard drive or Ethernet switch module: Re-install all power supply modules, cooling modules,

integration to avoid possible
damage to compute module and/
other components.

the storage controller, the management module and the
Ethernet switch module. See $hkltatelar Server
System MFSYS25/MFSYS35 UsdoiGudd®lete
instructions on installing modules.

Press retention latch to the left to releage

6 hard drive carriers (MFSYS35 only) module from module bay.

Storage Controller

I/0O Cooling Module Management Module

Resource CD Rotate retention lever out and away from

: dule.
Tools Required This document moaHe

Slide module out of module bay.

To re-install a power supply or cooling module:

Slide module into appropriate module
bay until retention latch engages.

Attention Document

6 pedestal feet .
To re-install a management module, storage controllgr
or Ethernet switch module:

Phillips*
screwdriver

Anti-static
wrist strap Ensure retention lever is released and

rotated out and away from module.
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*Other names and brands may be claimed as the property
of others. Copyright © 2010, Intel Corporation. All

rights reserved.

E11186-009

Slide module into appropriate module
bay until bottom of retention lever
engages with bay.

Rotate retention lever in toward module
until it latches.




